
BAYONET USM7
HIGH STANDARDS

SPECIAL FEATURES
BAYONET USM7 & SCABBARD USM 8 A1
••   mouthpiece made 
	   of plastic (no corrosion)

••   electrical insulated up to 1.000 Volts*

••   fits most NATO-assault rifles

••   NBC-decontaminable

••   completely stainless

••   strong scabbard spring

••   special military anti-corrosion coating
	   on all metal parts

*Provided the user follows the instrucions as to
 dry- and non-oily conditions, etc.
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BAYONET USM7
FLEXIBLE DESIGN

Blade material:	 440A (DIN 1.4110)

Plastic parts:	 PA6 GK30

Total weight:	 approx.	 370	g	 /	 12.0	 oz.

Length of knife:	 approx.	 300	mm	 /	 11.8	 in.

Length of blade:	 approx.	 170	mm	 /	 6.7	 in.

Blade thickness:	 approx.	 4,7 	mm	 /	 0.2	 in.

Width of blade:	 approx.	 22	 mm	 /	 0.9	 in.

Width of
textile part:	 approx.	 40 	 mm	 /	 1.6	 in.

Length of knife
and scabbard:	 approx.	 340	mm	 /	 13.4	 in.

Waffentechnik Borkott & Eickhorn GmbH is registered with NATO under Code (NCAGE) D7235. We reserve the right to implement technical variations on products (e.g. function, design, execution or other) without prior announcement if it leads to an 
improvement of the product quality or changes in production process make these necessary.
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